
fixed to deck and OSD tank
handrail on one side
with side fixed welded steel 32mm OD
treads bolted to steel stringer 
T6 C25x5 675mmx245mm
Webforge aluminium 

Stair for Access to HWS and OSD tank
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CURVED VERANDA EAVES & ECLIPSE ROOF
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EAVES SECTION
CURVED VERANDA

CURVED UPPER EAVES & HIGHLIGHT

 
 SECTION AT BAYS
VERANDA ABUTMENT

 SECTION. GENERAL
VERANDA ABUTMENT

highlight windows beyond

mullion

down pipe
flashing

RB12 between
extended rafters

Jack rafters (R4)  fixed
to rear of RB12 @ 600

150 chs column

connections by
Structural Engineer

RB12

R4 extends over column

150 chs col

curved fc

soffit framing as required

down pipe on centreline of column

VERANDA COLUMN BASE and EDGE

masonry anchor

base plate

300
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veranda slope
at 1 in 100 

downpipe

inspection opening

landscaping to veranda edge

tiling strip to full length of veranda
tiles cut round column bases

mortar

veranda slab edge

150 cfc column below

R4 extends
over column

downpipe

RB12

R4 jack rafters connected
to rear of RB12

soffit framing as required

outer face of cfc sheeting

extended sub sill

cfc soffit- width varies with curve

flashing

roof sheet

RB5H

R5/R8 extendd over supports

underside R8

underside R5

LYSAGHTs LONGLINE roof shhet
weathertex

veranda rafters

BAY, BELOW VERANDA ROOF

RB12

10
MINI ORB
 FC to
ADMIN. FACADE

9
0
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line of segmented half round gutter above

joints between gutter segments 
all covered by gutter brackets

outrigger length
varies with curve

segmented 200mm
 half round gutter

gutter brackets conceal
all joints between gutter
segments

rafters over supports
extend to fascia

outrigger cut to produce fascia curve
one at each gutter bracket
and midpoint between

ss gutterguard mesh

intermediate outriggers

soffit framing by contractor

TYPICAL CORNER DETAILS FIBRE CEMENT

TYPICAL CORNER DETAILS WEATHERBOARD & BRICKWORK

cfc

cavity

cfc

.

WINDOW FRAME ABUTMENTS ARE REPRESENTATIONAL ONLY
THE CONTRACTOR IS TO SUPPLY SHOP DRAWINGS FOR EACH
CONDITION OF CLADDING, LINING AND WALL THICKNESS

curved Colourbond  fascia

spreader 

AWS 102mm window
framing. Refer to 
Openings Schedule
for sash operation

stud configuration from
structural drawings 

jack stud where required

weatherboarding 

brickwork

cant brickwork above

lapped weatherboards
maximum  thickness

 Cemintel cfc installed to manufacturers recommendations  

triple stud from below

plasterboard lining

sill board to suit lining

AWS 102mm window
framing. Refer to 
Openings Schedule
for sash operation

cfc reveal

extended subsill below

end cant corbelled
to line up with cfc sheet face

brickwork
below cant
sill

flashing between
cfc and brickwork

sarking jack stud where required
above and below windows
and at cfc to cfc corners

barge
flashing

apron flashing

end cant corbelled

Kliplok veranda roof belowKliplok veranda roof below

barge
flashing

apron flashing

cfc

 
CURVED VERANDA EAVES , PLAN

segment length approx 1M to equal set out

curved Colorbond fascia

102 mm AWS window suite
sash configuration varies

sarking

studwork

CEMENTAL
fc sheet

internal
lining

cap
flashing

1 x 6mm fc sheet

air gap

MINIORB
cladding

sarking

triple stud from below

stretcher bond brickwork
below cant brick

cavity

cfc

DIFFERENCES IN THE FRAMING SYSTEM
MAINTAIN THE SAME DEPTH AND CONFIGURATION DESPITE ANY 
NOTE: EAVES FACING THE PLAYGROUND, CURVED AND STRAIGHT

fc soffit

joints between gutter segments 
all covered by gutter brackets

nailed strapping to top of outrigger
carried down rear face of RB12

outrigger at each gutter bracket and 
at midpont between (approx 500cc)

fascia clip

nail plates
as req

curved colorbond fascia

nailed strapping to outrigger and rear face of RB12

jack rafter connected
to rear face of RB12

VERANDA ROOM

nailed strapping to outrigger and rear face of RB5H
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.rafter size varies
external face of bay

weathertex

head and sill boards vary to suit lining conditions

backing rod
and sealant

9mm cavity strip to face of studwork

backing rod and sealant

9mm cavity strip

sarking

sarking

9 cavity

7A
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7B
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Drawing No.

Issue Date

March 2015

103 131 TD19

320 approx varies with curve

150

s.s gutter guard

segmented 200mm
half round gutter
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